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Lichtkanal IP54 | Fairfaced concrete / Recess with trim



Lichtkanal | outdoor | recess with trim | fairfaced concrete

Measurements (mm)

Installation

IP54 Fairfaced 
concrete

· �individual outdoor luminaires (IP54) for fairfaced concrete
· symmetrical light distribution
· �high-grade aluminium profile with small trim
· �concrete casting surround inclusive centering and  

fastening accessories
· �easy screw fastening of concrete casting surround  

on formwork panel
· �quick-mounting of recessed profile into concrete  

recessed housing via turning bolt
· �acrylic profiles opal-white with snap-in technique  

made from UV- and heat-resistant PMMA 
· Multi-ECG integrated, 5-pole terminal block
· colour: anodised, white

230 V
50 Hz

IP54

Lichtkanal Type 70 IP54

Width b1 70
Width b2 80
Recess width b3 92
Recess depth ET 112 / 98

Individual luminaires with concrete casting surrounds	 (measurements in mm)

Lichtkanal Mono LM Wattage Length recessed luminaire Recessed luminaire Concrete casting surround Length * 

Type 70 IP54 T16 / G5 1 x 28 / 54 W 1230 LKIP 54.154.52 AG LK 005 BT/1225  ET 112 mm 1228
LK 006 BT/1225  ET 98 mm

1 x 35 / 49 / 80 W 1530 LKIP 54.180.52 AG LK 005 BT/1525  ET 112 mm 1528
LK 006 BT/1525  ET 98 mm

2 x 28 / 54 W 2298 LKIP 54.254.52 AG LK 005 BT/2293  ET 112 mm 2296
LK 006 BT/2293  ET 98 mm

* total length, end covers includedb3

ET

b2

b1

recessed profile

concrete 
casting  

surround

Lichtkanal IP54 | Fairfaced concrete / Recess with trim
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Lichtkanal IP54 | Fairfaced concrete / Recess Trimless



Lichtkanal | outdoor | recess Trimless | fairfaced concrete

Measurements (mm)

Installation

IP54 Fairfaced  
concrete Trimless

· �individual outdoor luminaires (IP54) with shadow gap  
for fairfaced concrete, several individual luminaires can 
be integrated in one concrete casting surround

· symmetrical light distribution
· �concrete casting surround and recessed profile  

made from high-grade aluminium
· �concrete casting surround inclusive centering and  

fastening accessories
· �easy screw fastening of concrete casting surround  

on formwork panel
· �quick-mounting of recessed profile into concrete  

recessed housing via turning bolts
· �acrylic profile opal-white with snap-in technique  

made from UV- and heat-resistant PMMA
· Multi-ECG integral, 5-pole terminal block
· colour: anodised, white

230 V
50 Hz

b2

ET

b1

Concrete casting surround	 Order No./ ... = length recessed profile

concrete 
casting  

surround

recessed profile

IP54

Lichtkanal Type 70 IP54

Width b1 70
Recess width b2 92
Recess depth ET 112 / 98

Lichtkanal Type 70 IP54

Concrete casting surround for fairfaced concrete ET 112 LK 005 BT/...
Concrete casting surround for fairfaced concrete ET 98 LK 006 BT/...

... = n x length recessed luminaire + 7 mm clearance

Individual luminaires	 (measurements in mm)

Lichtkanal Mono LM Wattage Length recessed luminaire Recessed luminaire

Type 70 IP54 T16 / G5 1 x 28 / 54 W 1221 LKIP 54.154.51 AG
1 x 35 / 49 / 80 W 1521 LKIP 54.180.51 AG
2 x 28 / 54 W 2289 LKIP 54.254.51 AG

Lichtkanal IP54 | Fairfaced concrete / Recess Trimless
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Lichtkanal IP54 | Concrete with plaster / Recess with trim



Lichtkanal | outdoor | recess with trim | concrete with plaster

Measurements (mm)

Installation

IP54 Concrete 
with plaster

230 V
50 Hz

IP54

b3

ET

b2

b1

recessed profile

plaster

· �individual outdoor luminaires (IP54) for concrete  
with plaster

· symmetrical light distribution
· �high-grade aluminium profile with small trim
· �concrete casting surround inclusive centering and  

fastening accessories
· �easy screw fastening of concrete casting surround on 

formwork panel
· �quick-mounting of recessed profile into concrete  

recessed housing via turning bolt
· �acrylic profiles opal-white with snap-in technique  

made from UV- and heat-resistant PMMA 
· Multi-ECG integrated, 5-pole terminal block
· colour: anodised, white

Individual luminaires with concrete casting surrounds	 (measurements in mm)

Lichtkanal Type 70 IP54

Width b1 70
Width b2 80
Recess width b3 92
Recess depth ET 112 / 98

concrete 
casting  

surround

Lichtkanal Mono LM Wattage Length recessed luminaire Recessed luminaire Concrete casting surround Length * 

Type 70 IP54 T16 / G5 1 x 28 / 54 W 1230 LKIP 54.154.52 AG LK 005 BT/1225  ET 112 mm 1228
LK 006 BT/1225  ET 98 mm

1 x 35 / 49 / 80 W 1530 LKIP 54.180.52 AG LK 005 BT/1525  ET 112 mm 1528
LK 006 BT/1525  ET 98 mm

2 x 28 / 54 W 2298 LKIP 54.254.52 AG LK 005 BT/2293  ET 112 mm 2296
LK 006 BT/2293  ET 98 mm

* total length, end covers included
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Lichtkanal IP54 | Concrete with plaster / Recess with trim
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Lichtkanal IP54 | Outdoor | Surface-mounted / pendant



Lichtkanal | outdoor | IP54 | surface-mounted/pendant

Measurements (mm)

Individual luminaires with acrylic diffuser - Order No.

Lichtkanal Mono

IP54 Surface- 
mounted / pendant

· �luminaires for direct illumination suitable for outdoor 
applications (IP54), symmetrical light distribution

· �high-grade aluminium profile for easy ceiling or  
pendant mounting

· steel cord  suspension available as accessories
· �acrylic profile opalwhite made from UV- and heat- 

resistant PMMA
· Multi-ECG integral, luminaire ready for connection 
· colour: anodised, white

230 V
50 Hz

Accessories - Order No.

Type 70 IP54

Width b 70
Height h 80

Type 70 IP54

Steel cord suspension with feeder (3000 mm) LKIP 090.103/3
Steel cord suspension without feeder (3000 mm) LKIP 090.104/3

IP54

b

h

LM Wattage Length Order No.

Type 70 IP54 T16 / G5 1 x 28 / 54 W 1221 LKIP 54.154.10 AG
1 x 35 / 49 / 80 W 1521 LKIP 54.180.10 AG

2 x 28 / 54 W 2289 LKIP 54.254.10 AG
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LTS Licht & Leuchten GmbH 

Waldesch 24 

D-88069 Tettnang 

Germany 

 

Telephone: 	 +49 (0) 75 42-93 07-0 

Fax Sales Germany: 	 +49 (0) 75 42-93 07-147 

Fax Sales International:	 +49 (0) 75 42-93 07-520 

E-Mail: 	 info@lts-light.eu 

Internet: 	 www.lts-light.eu
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